
In this guide, you will learn how to:

 �Add DrySENSE 2 to the DryLINK® 
Pro app. See Step 1.

 �Add DrySENSE 2 to a job.  
See Step 2.

 �Create a moisture point and  
assign the sensor. See Step 3.

Before you start:

 �You must download the DryLINK® 
Pro mobile app.

 �Keep the device within 10 feet 
during setup.
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To add your DrySENSE 
2 to the DryLINK® Pro 
app, open the app,  
go to the Equipment  
section, and select 
+Add.

Select Smart  
Equipment.

Step 1:  

Optional: Select  
Scan QR and scan  
the QR code on the 
DrySENSE 2.

Step 1 Continued  



Under New Units,  
select your DrySENSE 2 
and select Add  
Equipment.

Name the DrySENSE 2. 
We recommend using 
the last 4 digits of UUID 
+ device name. 

Label the device to 
match the app name.

Then select +Add  
Equipment.



Step 2:  

To add your DrySENSE 
2 to a job, open the 
job in the DryLINK® 
Pro app. Then select 
Equipment.

Select the  
+Equipment button 
next to the room.

Step 2 Continued  



Select Meters.

Select Add  
Meters.

Select the meter 
and choose  
Assign.



Step 3:  

To create a moisture 
point and assign your 
DrySENSE 2, select 
Moisture Points. 

Select Add  
Moisture Point.

Select your meter from 
the dropdown. 

If your meter has  
multiple measurement 
scales, make sure you 
have the correct scale 
selected.

Enter the target value.

Add a location in the  
description.

Select Add Point.

To start using your DrySENSE 2,  
create a DryLINK® Pro Jobs account.  

Click here to view the  
DryLINK® Pro Jobs Quick Start Guide

https://drylink.usephoenix.com/dl-pro-jobs-quick-start-guide/

