
In this guide, you will learn how to:

 �Remove the device from “Shipment 
Mode”.

 Add the device to the DryLINK® Pro app.

 �Configure and/or install the device  
for use.

 �Confirm the device is ready for use.

Before you start:

 �You must download the DryLINK® Pro  
mobile app.

 �Equipment must already exist in the  
DryLINK® Pro app.

 �The DryTAG 2 ships in “Shipment Mode” 
to conserve battery. Keep the device  
within 10 feet of the app to be  
discovered.
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DryTAG 2 Installation Instructions:  

Open the DryLINK® 
Pro app, go to the 
Equipment section, 
and select +Add.

Select Tags & Hubs.

Optional: Select Scan  
QR and scan the QR  
code on the DryTAG 2.



Under New Units,  
select your DryTAG 2.  
Then select Continue 
to Attach an  
Equipment.

Select the equipment you want to attach the 
DryTAG 2 to and click Attach Equipment.  
You should now see the DryTAG 2 listed  
under the selected equipment.



App set up is now complete. Next, the DryTAG 2 
must be mounted onto your equipment. 

Click here to view the  
DryTAG 2 Mounting 

Instructions

Click here to view the  
DryLINK® Pro Jobs 
Quick Start Guide

Click here to view the  
DryLINK® Pro All Access 

Quick Start Guide

To start using your DryTAG 2, you 
must create an account in one of the 
following job management platforms:

Click here to learn more 
about each one.

DryLINK® Pro 
JOBS

DryLINK® Pro 
ALL ACCESSOR

https://drylink.usephoenix.com/dl-pro-jobs-quick-start-guide/
https://drylink.usephoenix.com/dl-pro-asset-manager-quick-start-guide/
https://drylink.usephoenix.com/subscriptions/

