
DryTRACK+ WTS 
Gateway

In this guide, you will learn how to:

 �Create your warehouse in the DryLINK®  
Pro web portal.

 Install your gateway in your warehouse.

 �Add your gateway to the DryLINK® Pro  
app and assign it to the warehouse you  
installed it in. 

Before you start:

 �You must download the DryLINK® Pro  
mobile app and log in or create an  
account.

 �You must have access to log into your  
DryLINK® Pro account on the web portal.

 �The gateway and the DryLINK® Pro app 
must be within 10 feet of each other  
to be discovered.
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Step 1:  

Create your warehouse in the DryLINK® Pro 
web portal by logging into your online account.

Navigate to the Settings tab and select  
Facilities. Then click +Add Facility.

Enter the details of your warehouse and  
select Add Facility. Make sure you select 
warehouse as the Facility Type.



 �Choose where you want to mount the 
gateway in your warehouse.
• Consider proximity to your inventory.
• Consider proximity to a power source. 
• �Metal will block wireless signals so  

do not mount in a metal I-beam.

 Mount your gateway. 

 �Attach the antennas as pictured. 

 �Run power to your gateway and plug in 
the gateway . 

 �Route and secure the cables so that  
they are neatly out of the way.

Step 2:  



Step 3:  

Open the DryLINK® 
Pro app. 
Go to the Equipment 
section, and select 
+Add.

Select Gateways.

Optional: Select 
Scan QR and scan 
the QR code on the 
DryTRACK+ Mobile 
Gateway.

Step 3 Continued  



Under New Units,  
select your DryTRACK+  
WTD Gateway. Then  
select Continue to  
Attach an Equipment.

Select the facility  
where the gateway 
is installed and 
then select Attach 
Equipment.

Click here to view the 
DryLINK® Pro All Access Quick Start Guide

To start using your DryTRACK+ WTS Gateway, you must 
create an account in the DryLINK® Pro All Access job 

management and asset tracking platform.

https://drylink.usephoenix.com/dl-pro-asset-manager-quick-start-guide/

