\ J
(1.7 DryLINK PRO

BY PHOENIX

Quick Start Guide

DryHUB+

PART NUMBER

Retrofit 4044925

In this guide, you will learn how to:

» Wake up your DryHUB+ Retrofit from
shipment mode.

» Add it to DryLINK® Pro.

p Attach it to existing equipment or use it
as a stand-alone jobsite gateway.

The DryHUB+ Retrofit ships in “Shipment
Mode” to conserve battery. While In this
mode, it can only be discovered by the
app when you are within 10 feet.

Choose how you want to use your DryHUB+
Retrofit. It can be used in one of two ways:

» Attach it to any existing dehumidifier
(recommended). Continue to Step 2.

» As a stand-alone jobsite gateway. Skip
Step 3 and continue to Step 3.



Make sure your

non-smart equipment

already exists In

DryLINK® Pro

(Imported, claimed,
or manually created).
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< Non-Smart Equipment

Add Multiple Equipment

Equipment Name

Serial Number

Equipment Type

Manufacturer

Labels

Tap here to add labels

Go to Equipment > +Add > Tags & Hubs
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Equipment

2 Equipment

AF71 DryTAG-RH2

Dehu 1

DryTAG 2

Thermohygrometer

135 PPD | LGR
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« TestFlight

< Add Equipment

Smart Equipment

Add the smart equipment with bluetooth
capabilities

Non-Smart Equipment

Add conventional equipment without
smart features

Tags & Hubs

Add the Tag & Hub devices that we can
attach to equipment

Gateways
Add gateway devices

Scan QR
Scan QR code to add equipment

v Step 2 Continued ¥



Under New Units, select
your DryHUB+ Retrofit.
Then select Continue b
to Attach an Equipment.

Optional: Select Scan QR
and scan the QR code on
the DryHUB+ Retrofit.

Tip: If you do not see your DryHUB+
Retrofit under New Units, move closer
(within 10 feet) and refresh the list.

Next, select the equipment you want to attach
the DryHUB+ Retrofit to and click Attach
Equipment. Your DryHUB+ Retrofit set up is
now complete.
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< Attach Equipment
Select Equipment to Attach

© & AF71DryTAG-RH2
Thermohygrometer

135 PPD | LGR )
Dehu 1

135 PPD | LGR

Click Here for Instructions on
How to Mount Your DryHUB+ Retrofit


https://usephoenix.com/dryhub-plus-retrofit-mounting-locations/

To use your DryHUB+
Retrofit as a stand-alone
Job site gateway, go to
Smart Equipment and
select New Units.

Tip: If you do not see your DryHUB+
Retrofit under New Units, move closer
(within 10 feet) and refresh the list.

Select your DryHUB+
Retrofit.

Optional: Select Scan
QR and scan the QR
code on the DryHUB+

Retrofit.

SeleCt Add as Stand_ | 9AA1.DryHUB+ .

AI 0 n e Eq u i p m e nt . - Serial Number ESHO1CA25394F9AA1
Name your DryHUB+ [
Retrofit. Then select

+Add Equipment.

We recommend the
last 4 digits of the UUID

followed by the product
name as shown above.

Label your DryHUB+ Retrofit with the same
name as you added in the app so you know
which one you have when using the app.

Your DryHUB+ Retrofit set up is now
complete.

+ Add Equipment



To start using your DryHUB+ Retrofit, you
must create an account in one of the
following job management platforms:

DryLINK® Pro
JOBS

DryLINK® Pro

OR  ALL ACCESS

Click here to learn more

about each one.

Click here to view the
DryLINK® Pro JOBS
Quick Start Guide

Click here to view the
DryLINK® Pro ALL ACCESS
Quick Start Guide

For additional information,
click here to view the
DryHUB+ Retrofit Manual
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https://usephoenix.com/subscriptions/
https://usephoenix.com/dryhub-plus-manual/
https://drylink.usephoenix.com/dl-pro-jobs-quick-start-guide/
https://drylink.usephoenix.com/dl-pro-asset-manager-quick-start-guide/

