
FEATURES
 �Adjustable reporting interval.

 �Automatic daily readings added to the Drying Report.

 �Redesigned thumb screws + upgraded wire leads for  
easier setup.

 Direct handset interaction via Bluetooth.

 LED locator light.

 Logs the timestamp when drying goal is reached.

 On‑board memory for offline data retention.

DrySENSE 2 is a leave‑behind invasive Bluetooth moisture content 
sensor designed to set, track, and confirm moisture content goals 
automatically—so your team can stay focused on the job. Whether 
installed in wet drywall, wood framing, or other affected materials, 
DrySENSE 2 delivers accurate, reliable moisture readings without 
requiring constant technician visits..

DrySENSE 2   
MOISTURE SENSOR

WHY IT MATTERS
PROOF OF DRYING WITHOUT THE GUESSWORK

Moisture content is the single most important metric in determining 
when a job is truly dry—but manually checking readings multiple times 
a day is labor‑intensive, inconsistent, and costly. DrySENSE 2 automates 
the entire process. With highly accurate invasive sensors and automatic 
logging every hour (or faster if needed), it ensures your records are  
complete, defensible, and compliant with industry standards.

Wet readings from your DrySENSE 2 are the justification for keeping your 
dehumidifiers on the job to dry the material is quickly as possible.

And since it tracks its last known location and integrates seamlessly with 
the DryLINK®  Pro ecosystem, your team always knows where the sensor 
is and what it’s reporting. Fewer trips, fewer mistakes, fewer arguments—
just reliable proof of performance.

 Download the
DryLINK®

Pro App 

Scan to Learn 
More About 

DryLINK® Pro



TECHNICAL SPECS:
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DryTAG 2 is a compact environmental 
sensor that captures temperature and 
relative humidity readings every 15 minutes. 
All data is stored securely onboard until the 
device connects to a DryHUB+ or a  
technician’s handset. Use it with any brand 
of dehumidifier.

DryTAG RH 2 is a precision  
thermohygrometer designed for reliable, 
automated temperature and humidity 
tracking. It records and securely stores all 
readings onboard until they are synced to a 
DryHUB+ or a technician’s mobile device. 
Use it with any brand of dehumidifier.

DryTRACK+ Mobile is a vehicle- 
mounted gateway designed for work trucks.  
It automatically collects and uploads data 
from nearby DryLINK-enabled equipment 
while technicians are on the move, keeping 
job documentation and equipment tracking 
up to date.

Part Number: 4044923

Quantity Per Box: 1

Designed in: USA

Radios: Bluetooth 4.2

Minimum Range: 30 ft.

Sensors: Moisture Content

Battery Life: *Up to 1 Year

Battery Capacity: 3000 mAh

Ping Rate: 9.5 seconds

Scan / Sample Interval: 5-120 
Minutes, Default 60 Minutes

Data Coverage: USA/Canada

Device Locator: LED

Operating Temperature:   
-22°F - 158°F”

Dimensions: 4.79” x 2” x 0.92”

Weight: 0.4 lbs.

*�Battery life is impacted by usage, 
 temperature, usage of location feature.

DrySENSE 2

ADDITIONAL DRYLINK® PRO DEVICES:

LEARN MORE

DryTRACK+ WTS is a versatile gateway 
designed for warehouses, trailers, or use  
as a stand-alone jobsite gateway. It  
automatically collects data from nearby 
DryLINK-enabled equipment and sends it 
to the cloud for accurate, real-time tracking 
and documentation.

LEARN MORE

LEARN MORE

LEARN MORE

BUY DRYSENSE 2 NOW

DryHUB+ Retrofit is a jobsite gateway 
designed to keep every drying job connected, 
documented, and visible. It can be retrofitted 
directly onto a dehumidifier or deployed as 
a standalone gateway on the jobsite. Use it 
with any brand of dehumidifier. LEARN MORE
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