
COMPATIBLE WITH ANY 
BRAND OF EQUIPMENT

FEATURES
 �Captures temperature and relative humidity data at set intervals.

 �Dual use design: mounts on dehumidifier outlet airstream or  
deploys as a stand alone sensor.

 Verified location and runtime.

 Power loss notifications when equipment is unplugged or shut off.

 Up to 10 year internal battery — no battery changes required.

 Secure onboard data storage — no data loss when offline.

 �Automatic data upload when connected to DryHUB+ or  
technician handset.

 Onboard LED and sound for fast equipment location.

 Over the air (OTA) updateable.

DryTAG RH 2 is a precision thermohygrometer that combines automated 
temperature and humidity monitoring with full asset tracking and  
equipment insights. It can convert non‑smart dehumidifiers into smart 
units by capturing outlet air conditions while logging time‑stamped  
location, runtime, and power data—no proprietary equipment or  
manual readings required.

It also functions as a standalone environmental sensor for  
documenting conditions across a jobsite. With long‑range  
connectivity, up to 10‑year battery life, power‑loss alerts, and  
onboard sound and LED indicators, DryTAG RH 2 makes  
equipment easy to monitor and locate. Data uploads automatically 
through DryLINK® Pro when connected to a gateway or mobile device.

DryTAG RH 2 
Precision Jobsite Sensor

WHY IT MATTERS
Temperature and humidity readings are critical for verifying drying progress, 
but collecting them manually wastes time and introduces inconsistencies. 
DryTAG RH 2 eliminates both by automatically capturing highly accurate 
data—even in challenging environments where readings can fluctuate quickly.

Because it works with any brand of dehumidifier, it instantly modernizes 
older or non‑smart units, giving you job‑hour tracking, run‑time verification, 
and power‑loss alerts without costly upgrades. Long‑range communication 
ensures data travels across large structures and dead zones, while onboard 
memory guarantees no information is lost.

Download the
DryLINK® Pro  

App 

 Scan to Learn 
More About 

DryLINK® Pro



TECHNICAL SPECS:
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DryTAG 2 is a compact environmental 
sensor that captures temperature and 
relative humidity readings every 15 minutes. 
All data is stored securely onboard until the 
device connects to a DryHUB+ or a  
technician’s handset. Use it with any brand 
of dehumidifier.

DrySENSE 2 is a leave-behind invasive 
moisture content sensor designed for  
continuous, automated monitoring of 
structural drying. All readings are securely 
stored onboard and automatically upload 
when the device connects to a DryHUB+ 
or a technician’s mobile device. 

DryTRACK+ Mobile is a vehicle- 
mounted gateway designed for work trucks.  
It automatically collects and uploads data 
from nearby DryLINK-enabled equipment 
while technicians are on the move, keeping 
job documentation and equipment tracking 
up to date.

Part Number: 4044924

Quantity Per Box: 4

Designed in: USA

Radios: Bluetooth 5.3, Sub Ghz

Minimum Range: 100 ft.

Sensors: Temp, RH, Accelerometer

RH Sensor Accuracy:  
+/- 2% @ 10%-99% RH

Battery Life: *Up to 10 Years

Battery Capacity: 4800 mAh

Ping Rate: 9.5 seconds

Scan / Sample Interval: 1-60 
Minutes, Default 15 Minutes

Onboard Memory: 10 days

Device Locator: LED, Buzzer

IP Rating: IP 67

Operating Temperature:   
-22°F - 158°F”

Dimensions: 4.45” x 2.29” x 1”

Weight: 0.25 lbs.

*�Battery life is impacted by equipment usage, 
temperature, usage of LED/Sound location 
feature.

DryTAG RH 2

ADDITIONAL DRYLINK® PRO DEVICES:

LEARN MORE

DryTRACK+ WTS is a versatile gateway 
designed for warehouses, trailers, or use  
as a stand-alone jobsite gateway. It  
automatically collects data from nearby 
DryLINK-enabled equipment and sends it 
to the cloud for accurate, real-time tracking 
and documentation.

LEARN MORE

LEARN MORE

LEARN MORE
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DryHUB+ Retrofit is a jobsite gateway 
designed to keep every drying job connected, 
documented, and visible. It can be retrofitted 
directly onto a dehumidifier or deployed as 
a standalone gateway on the jobsite. Use it 
with any brand of dehumidifier. LEARN MORE


